## 2WD/3WD Submersible 2" Non-Clog Sewage Pump

### Performance Curves

<table>
<thead>
<tr>
<th>Impeller Diameter</th>
<th>Impeller Code</th>
<th>Motor HP Rating</th>
</tr>
</thead>
<tbody>
<tr>
<td>5.75&quot;</td>
<td>B</td>
<td>1</td>
</tr>
<tr>
<td>5.38&quot;</td>
<td>C</td>
<td>¾</td>
</tr>
<tr>
<td>5.00&quot;</td>
<td>D</td>
<td>½</td>
</tr>
<tr>
<td>4.69&quot;</td>
<td>E</td>
<td>⅓</td>
</tr>
</tbody>
</table>

### Diagram

- **Series:** 2WD/3WD
- **2" SOLIDS**
- **RPM:** 1750
- **Semi-Open Impeller**

**Flow Rate vs. Total Dynamic Head**

- **U.S. GPM**
- **m³/h**

---

**Built in the USA**

**Engineered, Assembled & Tested**
### Impeller Diameter | Impeller Code | Motor HP Rating
--- | --- | ---
3.75" | A | 1
3.44" | H | 3/4
3.19" | J | 1/2
2.94" | K | 1/3

#### Meters vs. Feet

**Series:** 2WD/3WD

**2” Solids**

**RPM:** 3500

**Enclosed Impeller**

**U.S. GPM**

**Total Dynamic Head**

**Flow Rate**

Goulds is a registered trademark of Goulds Pumps, Inc. and is used under license.

© 2016 Xylem Inc. C2WD/3WD R1 March 2016