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SUBMERSIBLE 4" SEWAGE PUMP – CURVES  
5.1-7.5 HP SINGLE PHASE AND 3.1-5 HP SINGLE PHASE
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FLOWNOTE: Curves show performance with clear cold water.
*: Pump efficiency / shaft power
O: Overall efficiency / input power

68.7

POWER
[hp]

*

O

EFF.
[%]

0

10

20

30
*
O

5.4

6.7

8.0

40

600 800

60

70

1000

50

60

70

80

B – 7.5 HP

4MK Impact 1Ø



PAGE 4

Wastewater

Bell & Gossett

0
0

U.S. GPM

10

200 400

HEAD

20

30

40

50

[ft]

FLOWNOTE: Curves show performance with clear cold water.
*: Pump efficiency / shaft power
O: Overall efficiency / input power
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FLOWNOTE: Curves show performance with clear cold water.
*: Pump efficiency / shaft power
O: Overall efficiency / input power
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FLOWNOTE: Curves show performance with clear cold water.
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FLOWNOTE: Curves show performance with clear cold water.
*: Pump efficiency / shaft power
O: Overall efficiency / input power
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FLOWNOTE: Curves show performance with clear cold water.
*: Pump efficiency / shaft power
O: Overall efficiency / input power
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