MODEL SSH-CR12
Stainless Steel Hose

CONSTRUCTION
Tube: EPTF Tube 251-80 Ethylene propylene thermoplastic rubber (UL-94 VO fire Rating)
Reinforcement: 302/304 Stainless Steel wire braid
End Fittings: Plated Steel
End Connections: Fixed MNPT x Swivel MNPT
Couplings: Plated Steel
Wetted Parts: EPTF, Plated Steel

TEMPERATURE RANGE
-40°F to +212°F

PRESSURE RANGE
Working: See Below
Static Burst: See Below

<table>
<thead>
<tr>
<th>B&amp;G PART NUMBER</th>
<th>I.D.</th>
<th>O.D.</th>
<th>WORKING PRESSURE PSI</th>
<th>STATIC BURST PSI**</th>
<th>MINIMUM BEND RADIUS</th>
<th>ADAPTOR LENGTH</th>
</tr>
</thead>
<tbody>
<tr>
<td>V1000037</td>
<td>1/2&quot;</td>
<td>.700&quot;</td>
<td>400</td>
<td>1,600</td>
<td>2.5&quot;</td>
<td>1.25&quot;</td>
</tr>
<tr>
<td>V1000038</td>
<td>3/4&quot;</td>
<td>.975&quot;</td>
<td>400</td>
<td>1,600</td>
<td>4&quot;</td>
<td>1.375&quot;</td>
</tr>
<tr>
<td>V1000039</td>
<td>1&quot;</td>
<td>1.245&quot;</td>
<td>500</td>
<td>2,000</td>
<td>5.5&quot;</td>
<td>1.5&quot;</td>
</tr>
<tr>
<td>V1000040</td>
<td>1-1/4&quot;</td>
<td>1.58&quot;</td>
<td>400</td>
<td>1,600</td>
<td>10&quot;</td>
<td>1.75&quot;</td>
</tr>
</tbody>
</table>

37° Female JIC swivel crimp on fitting.
UL-94 VO fire-rated thermoplastic inner tube bonded to stainless steel outer braid.

12"
Over All Length (with out adaptor)

37° Male JIC x Male Pipe Thread NPTF w/ Dryseal applied.
Rigid Male Pipe NPTF w/ Dryseal applied. Crimp on fitting.

*Hoses can be cut to custom length requirements.
Minimum length for 1/2" and 3/4" hose is 6" with 1" increments.
Minimum length for 1" and 1 1/4" hose is 9" with 1" increments.

** At Ambient Temperature (70°F)