Centrifugal Pump Accessories

**Triple Duty® Valve** – with Flanged Ends

**Angle Pattern** with Soft Seat Nonslam Check Valve, Throttling Valve, Calibrated Balance Valve and Shutoff Valve

**DESCRIPTION**

The Triple Duty Valve is a quiet operating heavy-duty valve which performs all of the functions normally required on the discharge side of hydronic system pumps.

The valve serves as a nonslam check valve as needed for zoned pumping, parallel and standby pumping, and condenser water applications. The spring loaded disk prevents valve chatter, and assures positive shutoff.

Bell & Gossett’s Triple Duty Valve has a calibrated nameplate for rough system balance. The Triple Duty Valve is also equipped with Model RV-125A brass readout valves for more accurate system balance.

The calibrated nameplate allows the valve to be returned to the original balance position after shutoff.

To repack under system pressure, turn the valve stem to the fully open position. Turning the valve stem to the closed position provides shutoff.

**CONSTRUCTION MATERIALS**

- **Body:** Cast Iron with Bronze Seat
- **Disc:** Brass with EPDM Seat Insert
- **Stem:** Stainless Steel
- **Spring:** Stainless Steel
- **Packing:** Teflon-Graphite (Asbestos-free)
- **Gasket:** Asbestos-free
- **Readout Valve:** Brass with EPT insert, Check Valve & Gasket

**SCHEDULE**

Maximum Working Pressure 175 PSIG (1,207 kPa) – Maximum Operating Temperature 250°F (121°C)

<table>
<thead>
<tr>
<th>MODEL NO.</th>
<th>PART #</th>
<th>FLANGE SIZE</th>
<th>MAXIMUM RECOMMENDED FLOW</th>
<th>TAGGING INFORMATION</th>
<th>QUANTITY</th>
</tr>
</thead>
<tbody>
<tr>
<td>3D-2S</td>
<td>132131</td>
<td>2 (50.8)</td>
<td>360 (82)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>3D-2-1/2S</td>
<td>132132</td>
<td>2-1/2 (63.5)</td>
<td>360 (82)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>3D-3S</td>
<td>132133</td>
<td>3 (76.2)</td>
<td>800 (182)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>3D-4S</td>
<td>132134</td>
<td>4 (101.6)</td>
<td>1500 (341)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>3D-5S</td>
<td>132135</td>
<td>5 (127)</td>
<td>2050 (466)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>3D-6S</td>
<td>132136</td>
<td>6 (152.4)</td>
<td>2900 (659)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>3D-8S</td>
<td>132137</td>
<td>8 (203.2)</td>
<td>4100 (932)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>3D-10S</td>
<td>132138</td>
<td>10 (254)</td>
<td>6600 (1500)</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
**TYPICAL SPECIFICATIONS**

Furnish and install as shown on plans, an angle pattern valve designed to perform the functions of a nonslam check valve, throttling valve, shutoff valve and calibration balancing valve.

The valve shall be a heavy-duty cast iron construction with standard 125 psig (862 kPa) ANSI flanged connections, and rated for a maximum working pressure of 175 psig (1207 kPa) at 250°F (121°C). The valve shall be fitted with a bronze seat, replaceable brass disc with EPDM seat insert, stainless steel stem, and chatter-preventing spring and calibrated nameplate. The valve design shall permit repacking under full system pressure.

The valve shall be equipped with brass readout valve (with integral check valve) for taking differential pressure readings across the orifice for accurate system balance.

Valve Cv rating at full open position not to be less than _______. (Refer to the 100% stem rise value shown in row “B” for required valve.)

All valves shall be ITT Bell & Gossett Model No. 3D-____S Triple Duty Valve.