
S-215G

Domestic® Pump
Series CCTM

Condensate Units
SIMPLEX OR DUPLEX 1,000 THRU 150,000 SQ. FT. EDR
250 THRU 37,500 LB./HR.

Cast Iron Receivers: for years of dependable service; warranted  
for 20 years from date of shipment against failure due to corrosion.

Centrifugal Pumps: provide generous running clearances. 
Standard 3500 RPM for best hydraulic efficiencies, optional 1750.

Float Switches: Double pole heavy duty, externally adjustable.

Maximum Condensate Temperature: 200°F (93°C)
                                                                       209°F (98°C) available at certain points

OPTIONAL EQUIPMENT INCLUDES:
• Factory Mounted Control Panels
• Water Level Gauge
• Dial Thermometer
• Inlet Basket Strainers
• Suction Butterfly Valves (Available on pump   
   with capacities to 115gpm [435L/M])
• 3 Types of Alternation
• Discharge Pressure Gauges
• High Level Alarm
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SERIES CC™ CONDENSATE UNITS
PUMP DISCHARGE MOTOR HORSEPOWER DISCHARGE RECEIVER INLET

SYSTEM CAPACITY PRESSURE 3500 1750 SIZE MODEL CAPACITY SIZE
CAPACITY† GPM (L/M) PSIG (kPa) RPM RPM IN. (mm) NUMBER GAL. (L) IN. (mm)

15* (103) 1/3 1/3 61.5CC
20* (138) 1/3 1/2 62CC 6 (23)1,000 thru 6,000 25* (172) 1/2 3/4 62.5CC SimplexSq. Ft. EDR 30* (207) 1/2 11/2 63CC_________

6 (23) 40 (276) 13/4 **4 3/4 (19) 64CC 14†† (53) 2 (51)250 thru 1,500 50 (345) 11/2 **4 65CC Duplexlb./hr. 60 (414) 23/4 **4 66CC(113-680 kg/hr) 75 (518) 33/4 **4 67.5CC
90 (621) 33/4 **4 69CC 23 (87)

15* (103) 1/3 1/3 91.5CC
20* (138) 1/3 1/2 92CC 9 (34)1,000 thru 9,000 25* (172) 1/2 3/4 92.5CC SimplexSq. Ft. EDR 30* (207) 3/4 11/2 93CC_________

9 (34) 40 (276) 13/4 **4 3/4 (19) 94CC 14†† (53) 2 (51)250 thru 2,250 50 (345) 11/2 **4 95CC Duplexlb./hr. 60 (414) 23/4 **4 96CC(113-1,021 kg/hr) 75 (518) 33/4 **4 97.5CC
90 (621) 33/4 **4 99CC 23 (87)

15* (103) 1/3 1/3 121.5CC
20* (138) 1/3 1/2 122CC

12,000 25* (172) 1/2 3/4 122.5CC
Sq. Ft. EDR 30* (207) 3/4 11/2 123CC 14†† (53)
_________ 12 (45) 40 (276) 13/4 **4 3/4 (19) 124CC 2 (51)

3,000 lb./hr. 50 (345) 11/2 **4 125CC
(1,361 kg/hr) 60 (414) 23/4 **4 126CC

75 (518) 33/4 **4 127.5CC
90 (621) 53/4 **4 129CC 23 (87)

15* (103) 1/3 1/2 151.5CC
20* (138) 1/3 3/4 152CC

15,000 25* (172) 1/2 13/4 152.5CC
Sq. Ft. EDR 30* (207) 3/4 11/2 153CC 14†† (53)
_________ 15 (57) 40 (276) 13/4 **4 3/4 (19) 154CC 2 (51)

3,750 lb./hr. 50 (345) 11/2 **4 155CC
(1,701 kg/hr) 60 (414) 23/4 **4 156CC

75 (518) 33/4 **4 157.5CC
90 (621) 53/4 **4 159CC 23 (87)

15* (103) 1/3 1/2 221.5CC
20* (138) 1/2 3/4 222CC

22,000 25* (172) 3/4 13/4 222.5CC
Sq. Ft. EDR 30* (207) 3/4 11/2 223CC
_________ 22 (83) 40 (276) 11/2 **4 11/2 (38) 224CC 23 (87) 2 (51)

5,500 lb./hr. 50 (345) 23/4 **4 225CC
(2,495 kg/hr) 60 (414) 33/4 **4 226CC

75 (518) 33/4 **4 227.5CC
90 (621) 53/4 **4 229CC
15 (103) 1/2 3/4 301.5CC
20 (138) 3/4 3/4 302CC

30,000 25 (172) 3/4 11/2 302.5CC
Sq. Ft. EDR 30 (207) 13/4 11/2 303CC
_________ 30 (114) 40 (276) 11/2 **4 11/2 (38) 304CC 36 (136) 3 (76)

7,500 lb./hr. 50 (345) 23/4 **4 305CC
(3,402 kg/hr) 60 (414) 33/4 **4 306CC

75 (518) 53/4 **4 307.5CC
90 (621) 53/4 **4 309CC
15 (103) 1/2 3/4 371.5CC
20 (138) 3/4 13/4 372CC

37,000 25 (172) 3/4 11/2 372.5CC
Sq. Ft. EDR 30 (207) 11/2 11/2 373CC
_________ 37 (140) 40 (276) 23/4 **4 11/2 (38) 374CC 36 (136) 3 (76)

9,250 lb./hr. 50 (345) 33/4 **4 375CC
(4,196 kg/hr) 60 (414) 33/4 **4 376CC

75 (518) 53/4 **4 377.5CC
90 (621) 53/4 **4 379CC
15 (103) 3/4 3/4 451.5CC
20 (138) 13/4 13/4 452CC

45,000 25 (172) 13/4 11/2 452.5CC
Sq. Ft. EDR 30 (207) 11/2 23/4 453CC
_________ 45 (170) 40 (276) 23/4 **4 11/2 (38) 454CC 36 (136) 3 (76)

11,250 lb./hr. 50 (345) 33/4 **4 455CC
(5,103 kg/hr) 60 (414) 33/4 **4 456CC

75 (518) 53/4 **4 457.5CC
90 (621) 53/4 **4 459CC

† Sq. Ft. EDR____________ =
4

Lb./hr. Condensate
* Maximum Condensate Temperature: 209°F (98°C) 3500 RPM ONLY.
** 3500 RPM is standard. 1750 RPM is not available.
†† 3500 RPM units to 50 psi discharge pressure use “B” design receiver as standard.

3500 RPM units 60 psi or more use “A” design receiver. 1750 RPM units use “A” design receiver.
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SERIES CC™ CONDENSATE UNITS
PUMP DISCHARGE MOTOR HORSEPOWER DISCHARGE RECEIVER INLET

SYSTEM CAPACITY PRESSURE 3500 1750 SIZE MODEL CAPACITY SIZE
CAPACITY† GPM (L/M) PSIG (kPa) RPM RPM IN. (mm) NUMBER GAL. (L) IN. (mm)

15 (103) 1 1 601.5CC
20 (138) 11/2 11/2 602CC

60,000 25 (172) 11/2 11/2 602.5CC
Sq. Ft. EDR 30 (207) 2 2 603CC
_________ 60 (227) 40 (276) 3 ** 2 (51) 604CC 52 (197) 3 (76)

15,000 lb./hr. 50 (345) 3 ** 605CC
(6,804 kg/hr) 60 (414) 5 ** 606CC

75 (518) 5 ** 607.5CC
90 (621) 71/2 ** 609CC
15 (103) 11/2 11/2 751.5CC
20 (138) 11/2 11/2 752CC

75,000 25 (172) 2 2 752.5CC
Sq. Ft. EDR 75 (284) 30 (207) 3 ** 2 (51) 754CC 75 (284) 4 (102)
18,750 lb./hr. 50 (345) 5 ** 755CC
(8,505 kg/hr) 60 (414) 5 ** 756CC

75 (518) 71/2 ** 757.5CC
90 (621) 71/2 ** 759CC
15 (103)  11/2 11/2 901.5CC
20 (138) 2 2 902CC90,000 25 (172) 2 2 902.5CCSq. Ft. EDR 30 (207) 3 3 903CC_________ 90 (341) 40 (276) 5 ** 2 (51) 904CC 75 (284) 4 (102)

24,250 lb./hr. 50 (345) 5 ** 905CC(11,000 kg/hr) 60 (414) 71/2 ** 906CC
75 (518) 71/2 ** 907.5CC
15 (103) 11/2 2 1121.5CC
20 (138) 2 2 1122CC112,000 25 (172) 3 3 1122.5CCSq. Ft. EDR 30 (207) 3 3 1123CC_________ 112 (424) 40 (276) 5 ** 2 (51) 1124CC 120 (454) 4 (102)

28,000 lb./hr. 50 (345) 5 ** 1125CC(12,701 kg/hr) 60 (414) 71/2 ** 1126CC
75 (518) 10 ** 1127.5CC
15 (103) 3 2 2 (51) 1501.5CC
20 (138) 3 3 for 3500 RPM 1502CC150,000 25 (172) 5 5 units 1502.5CCSq. Ft. EDR 30 (207) 5 5 1503CC_________ 150 (568) 40 (276) 71/2 ** 3 (76) 1504CC 120 (454) 4 (102)

37,500 lb./hr. 50 (345) 71/2 ** for 1750 RPM 1505CC(17,010 kg/hr) 60 (414) 10 ** units 1506CC
75 (518) 15 ** 1507.5CC

**3500 RPM is standard. 1750 RPM is not available.

STANDARD UNIT FEATURES:
• Cast Iron Receiver, sizes 14 gallon (53L) and larger have

provision for second pump. Receiver sized for 1 minute net
storage.

• Cast Iron Receivers are warranted for 20 years from date of
shipment against failure due to corrosion.

• Centrifugal Pump(s) with drip-proof motors. Pump capacity
sized 2 times system return rate.

• Float switch(es).

ORDERING INSTRUCTIONS:
Specify basic Model No., RPM, single or duplex, phase, oper-
ating voltage, special features. Note: TEFC and explosion
proof motors available. The motor horsepower requirement is
often greater using explosion proof as they have unity service
factor. A horsepower increase is not necessary using TEFC
motors.

OPTIONAL FEATURES AVAILABLE AS SPECIFIED:
• Water level gauge w/shut-off valve*
• Dial Thermometer*
• Inlet Basket Strainer
• Discharge Pressure Gauges

• NEMA 4 or NEMA 7 Float Switches
• Mechanical Alternator provides sequencing of duplex

pumps and standby of second pump on high level. (NEMA 4
or 7 mechanical alternators available on receiver sizes 36
gallons [136L] and larger)

• Control Panels, see page 4. (Control Panels cannot be
mounted on 6 & 9 gallon [23 & 34L] receivers, use 14 gallon
[53L] minimum)

• Suction Butterfly Valve
3" (76mm) (Available for pump capacities to 75 gpm
[284L/M])

• Suction Butterfly Valve
31/2" (89mm) (Available for pump capacities to 76 to 115
gpm [288 to 435L/M])

• TEFC or Explosion Proof Motors
• High Level Float Switch/Standby Float Switch

(Consult factory for arrangement)
• Lifting Eyes (Available on Receiver sizes 23 gallon [87L] and

larger)
• Tapping/openings not drilled on 9 or 14 gallon (34 or 53L)

unless option is specified.
*Not available on 6 gallon (23L) receivers.

† Sq. Ft. EDR____________ =
4

Lb./hr. Condensate
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DIMENSIONS IN INCHES (mm)

GAL. (L) A B C

6 89/16 71/16 611/16
(23) (217) (179) (170)

9 107/8 93/8 9
(34) (276) (238) (229)

6 & 9 GALLON RECEIVER WITH 609PF PUMP
2DCC25

609PFPUMP /  (19) NPT DISCHARGEFLOAT SWITCHFOR PUMP CONTROL

6 /  (165)MIN.OPTIONAL BASKET STRAINERSHIPPED LOOSEDIALTHERMOMETER(OPTIONAL 9 [34]GAL ONLY)GAUGE GLASS(OPTIONAL 9 [34]GAL ONLY)

2 /  (54) 4 /(108) 1 /(32)

1 /(35)

1 /  (32) NPT DRAIN

12 /(329)

22 /(578)BUTTERFLY SUCTION VALVE(OPTION NOT SHOWN, SEE NOTE #1)

A

13 /(343) 2 (51) NPTOVERFLOW1 /(48)1 /(48) 8 /(210)16 /(419)1 /  (32) NPT VENT2 (51)NPTINLETB C

609PF
PUMP 3/4 (19) NPT DISCHARGE

FLOAT SWITCH
FOR PUMP CONTROL

61/2 (165)
MIN.

OPTIONAL BASKET STRAINER
SHIPPED LOOSEDIAL

THERMOMETER
(OPTIONAL 9 [34]
GAL ONLY)

GAUGE GLASS
(OPTIONAL 9 [34]
GAL ONLY)



21/8 (54)

41/4

(108)
11/4

(32)

13/8

(35)

11/4 (32) NPT DRAIN

1215/16

(329)

223/4

(578)
BUTTERFLY SUCTION VALVE
(OPTION NOT SHOWN, SEE NOTE #1)

A

131/2

(343)

2 (51) NPT
OVERFLOW

17/8

(48)

17/8

(48)
81/4

(210)

161/2

(419)
11/4 (32) NPT VENT

2 (51)
NPT
INLET

B C

Note:

1. For optional Butterfly Suction Valve, add 2" (51mm) to 223/4" (578mm) dimension.

2. Optional Discharge Pressure Gauges (not shown) shipped loose.

DIMENSIONS IN INCHES (mm)

GAL. (L) A B C

6 89/16 71/16 611/16
(23) (217) (179) (170)

9 107/8 93/8 9
(34) (276) (238) (229)

6 & 9 GALLON RECEIVER WITH ALL OTHER PF PUMPS (EXCEPT 609PF)
2DCC26

/  (19) NPTDISCHARGE WITH ORIFICE TYPE PF PUMPFLOAT SWITCHFOR PUMP CONTROL

6 /  (165)MIN.OPTIONAL BASKET STRAINERSHIPPED LOOSEDIALTHERMOMETER(OPTIONAL 9 [34]GAL ONLY)GAUGE GLASS(OPTIONAL 9 [34]GAL ONLY)

1 /(32)

1 /(32)

1 /  (32) NPT DRAIN

23 /  (594)MAX. 20 (508)MAX

24 /(622)BUTTERFLY SUCTION VALVE(OPTION NOT SHOWN, SEE NOTE #1)

A

13 /(343) 2 (51) NPTOVERFLOW1 /(48)1 /(48) 8 /(210)16 /(419)1 /  (32) NPT VENT2 (51)NPTINLETB C

3/4 (19) NPT
DISCHARGE WITH ORIFICE TYPE PF PUMP

FLOAT SWITCH
FOR PUMP CONTROL

61/2 (165)
MIN.

OPTIONAL BASKET STRAINER
SHIPPED LOOSEDIAL

THERMOMETER
(OPTIONAL 9 [34]
GAL ONLY)

GAUGE GLASS
(OPTIONAL 9 [34]
GAL ONLY)

11/4

(32)

13/8

(32)

11/4 (32) NPT DRAIN

233/8 (594)
MAX.

20 (508)
MAX

241/2

(622)
BUTTERFLY SUCTION VALVE
(OPTION NOT SHOWN, SEE NOTE #1)

A

131/2

(343)

2 (51) NPT
OVERFLOW

17/8

(48)

17/8

(48)
81/4

(210)

161/2

(419)
11/4 (32) NPT VENT

2 (51)
NPT
INLET

B C

Note:

1. For optional Butterfly Suction Valve, add 2" (51mm) to 223/4" (578mm) dimension.

2. Optional Discharge Pressure Gauges (not shown) shipped loose.
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14 GALLON “A” DESIGN RECEIVER (PUMPS ON DIFFERENT SIDES) WITH 609PF PUMP
2DCC11

609 PUMP

11/4 (32) NPTOVERFLOW3/4 (19) NPTDISCHARGE  TYP13/8 (35)13/4 (44)

231/4 (591)

11/8 (29) 23/8 (60)3 (76)8 (203)

1 /(35)

/(6) 11/2 (38)3/4 (19)5/8 (16) 

WATER GAUGE(OPTIONAL)

DIAL THERMOMETER(OPTIONAL)

LAG FLOAT SWITCH/HIGH LEVEL ALARMFLOAT SWITCH5" (127) (FLOAT SWITCH)7" (178) (MECH. ALT.)

5(127)

PUMPNO. 2

 

MAX

11/4 (32) NPT VENTLEAD FLOAT SWITCH/MECH. ALT (DUPLEX)/FLOAT SWITCH FORSINGLE PUMP

CONSOLITROL(OPTIONAL)14 GAL. ONLY(53 L)2 (51) NPT INLET  101/2(267)12(305) 97/8(251)

17  (432)261/2 (673)

91/2(241)

53/4(146)

331/2 (851)141/4 (362)

53/8 (137)

23 (584)

609 PUMP

11/4 (32) NPT
OVERFLOW

3/4 (19) NPT
DISCHARGE

 TYP
13/8 
(35)

13/4 (44)

231/4 (591)

11/8 
(29)

23/8 
(60)

3 (76)

8 (203)

13/8 
(35)

1/4 
(6) 

11/2 (38)

3/4 
(19)

5/8 (16) 


WATER GAUGE
(OPTIONAL)

DIAL THERMOMETER
(OPTIONAL)

LAG FLOAT SWITCH
/HIGH LEVEL ALARM
FLOAT SWITCH

5" (127) (FLOAT SWITCH)
7" (178) (MECH. ALT.)

5
(127)

PUMP
NO. 2


 

MAX

11/4 (32) NPT VENT

LEAD FLOAT SWITCH
/MECH. ALT (DUPLEX)
/FLOAT SWITCH FOR
SINGLE PUMP

CONSOLITROL
(OPTIONAL)

14 GAL. ONLY
(53 L)2 (51) NPT 

INLET





101/2
(267)

12
(305) 97/8

(251)

17SQ (432)

261/2 (673)

91/2
(241)

53/4
(146)

331/2 (851)

141/4 (362)

53/8 (137)

23 (584)

14 GALLON “A” DESIGN RECEIVER (PUMPS ON DIFFERENT SIDES)
WITH ALL OTHER PF PUMPS (EXCEPT 609PF). STANDARD FOR ALL 1750 RPM.
STANDARD FOR 3500 RPM UNITS 60PSI OR HIGHER DISCHARGE PRESSURE
2DCC12

LAG FLOAT SWITCH/HIGH LEVEL ALARMFLOAT SWITCH7" (178) (MECH. ALT.)5" (127) (FLOAT SWITCH) PUMP

WATER GAUGE(OPTIONAL)PUMPNO. 2

DISCHARGE

1 / (32) NPTOVERFLOW

/(19)1 / (38)

 TYP1 /(35)5(127)

1 /(35)23 / (591) CONSOLITROL(OPTIONAL)14 GAL. ONLY(53 L)2 (51) NPT INLET 1 / (32) NPT VENTLEAD FLOAT SWITCH/MECH. ALT (DUPLEX)/FLOAT SWITCH FORSINGLE PUMPDISCHARGE PRESSUREGAUGE ASM.(OPTIONAL)

1 / (44)/ (16)DIAL THERMOMETER(OPTIONAL) 3 (76) 1 /(29)8 (203)10 /(267)12(305) 9 /(251)

17  (432)

9 /(241)

37 (840)14 /  (362)

5 /  (137)

23 (584)

30 (762)

5 / (146)

LAG FLOAT SWITCH
/HIGH LEVEL ALARM
FLOAT SWITCH

7" (178) (MECH. ALT.)
5" (127) (FLOAT SWITCH)


PUMP

WATER GAUGE
(OPTIONAL)

PUMP
NO. 2

DISCHARGE

11/4 (32) NPT
OVERFLOW

3/4 
(19)

11/2 (38)
MAX

 TYP
13/8 
(35)

5
(127)

13/8 
(35)

231/4 (591)
CONSOLITROL

(OPTIONAL)
14 GAL. ONLY

(53 L)
2 (51) NPT 
INLET

11/4 (32) NPT VENT

LEAD FLOAT SWITCH
/MECH. ALT (DUPLEX)
/FLOAT SWITCH FOR
SINGLE PUMP

DISCHARGE PRESSURE
GAUGE ASM.
(OPTIONAL)


13/4 (44)

5/8 (16) 


DIAL THERMOMETER
(OPTIONAL)

3 (76)

11/8 
(29)8 (203)

101/2
(267)

12
(305) 97/8

(251)

17SQ (432)

91/2
(241)

37 (840)

141/4 (362)

53/8 (137)

23 (584)

30 (762)

53/4

 (146)

Note:

1. Optional equipment furnished at extra cost when ordered.

2. Optional Discharge Pressure Gauge ASM and Inlet Basket Strainer shipped loose.

3. Optional Butterfly Valve requires the addition of 2" (51mm) to G (duplex) and H dimensions.

4. Pump discharge varies with pump specification.

Note:

1. Optional equipment furnished at extra cost when ordered.

2. Optional Inlet Basket Strainer shipped loose.

3. Optional Butterfly Valve requires the addition of 2" (51mm) to G (duplex) and H dimensions.

4. Pump discharge varies with pump specification. 
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14 GALLON “B” DESIGN RECEIVER (PUMPS ON SAME SIDE) WITH  ALL OTHER 
PF PUMPS (EXCEPT 609PF). STANDARD FOR 3500 RPM UP TO 50 PSI DISCHARGE PRESSURE
2DCC28

14 GALLON “B” DESIGN RECEIVER (PUMPS ON SAME SIDE) WITH 609PF PUMP
2DCC27

6 / (165) MIN

23 /(591) 2 (51) NPT INLET 2 (51) NPTOVERFLOWLAG FS DUPLEX/HIGH LEVEL ALARM (HLA)11 /(298) 11 /(286)22 / (572)1 / (32) NPT VENT(IF LAG FLOAT SW OR HLA NOT USED)10 /(260) 9 /(251)13 / 342)12 / (329)

6 (152)OVERFLOW

THIS PUMP DUPLEX UNIT ONLYDIALTHERMOMETER(OPTIONAL)

VENT (IF LAG FLOAT SW OR HLA USED)

GAGEGLASS(OPTIONAL)609PFPUMP

OPTIONAL BASKET STRAINERSHIPPED LOOSE

LEAD FLOAT SW DUPLEX/MECH ALT DUPLEX FLOAT SW SIMPLEX

BUTTERFLY SUCTION VALVE(OPTION NOT SHOWN, SEE NOTE 1)

CONSOLITROLCONTROL PANEL(OPTIONAL)

2 / (54) 4 /(114) 11 /(295) 1 /(35)1 / (32) NPT DRAIN 22 / (578)

/ (19) NPT DISCHARGE

61/2 (165) MIN

231/4
(591)

2 (51) 
NPT INLET

2 (51) NPT
OVERFLOW

LAG FS DUPLEX/
HIGH LEVEL ALARM (HLA)

113/4
(298)

111/2
(286)

221/2 (572)
11/4 (32) NPT VENT
(IF LAG FLOAT SW 
OR HLA NOT USED)

101/4
(260)

97/8
(251)

131/2 (342)

1215/18 (329)

MAX
6 (152)

OVERFLOW

THIS PUMP DUPLEX UNIT ONLY

DIAL
THERMOMETER
(OPTIONAL)

VENT (IF LAG 
FLOAT SW OR 
HLA USED)

GAGE
GLASS
(OPTIONAL)

609PF
PUMP

OPTIONAL BASKET STRAINER
SHIPPED LOOSE

LEAD FLOAT SW DUPLEX/
MECH ALT DUPLEX 
FLOAT SW SIMPLEX

BUTTERFLY 
SUCTION VALVE
(OPTION NOT SHOWN, SEE NOTE 1)

CONSOLITROL
CONTROL PANEL
(OPTIONAL)

21/8 (54)
41/4

 (114)



115/8 
(295)

13/8 
(35)

31/8 
(79)

11/4 (32) NPT DRAIN

223/4 (578)

17/8
(48)

17/8
(48)

3/4 (19) NPT DISCHARGE

2 (51) NPT INLET 2 (51) NPTOVERFLOWLAG FS DUPLEX/HIGH LEVEL ALARM (HLA)

11 /(286)22 / (572)1 / (32) NPT VENT(IF LAG FLOAT SW OR HLA NOT USED)

10 /(260) 9 /(251) 1 /(48)1 /(48)

3/4 (19) NPT DISCHARGEWITH ORIFICE

253/8 (645) MAX

293/8 (746) MAX115/8 (295) 13/8 (35)  11/2 (32)NPT 

231/4 (591)

113/4 (298)131/2 (343)

6 (152)OVERFLOW

THIS PUMP DUPLEX UNIT ONLY

TYPE PF PUMP20 (508)MAX

DIALTHERMOMETER(OPTIONAL)

VENT (IF LAG FLOAT SW OR HLA USED)

GAGEGLASS(OPTIONAL)

OPTIONAL BASKET STRAINERSHIPPED LOOSE

CONSOLITROLCONTROL PANEL(OPTIONAL)

BUTTERFLY SUCTION VALVE(OPTION NOT SHOWN, SEE NOTE 1)

61/2 (165) MIN.

2 (51) 
NPT INLET

2 (51) NPT
OVERFLOW

LAG FS DUPLEX/
HIGH LEVEL ALARM (HLA)

111/2
(286)

221/2 (572)
11/4 (32) NPT VENT
(IF LAG FLOAT SW 
OR HLA NOT USED)

101/4
(260)

97/8
(251)

17/8
(48)

17/8
(48)

3/4 (19) NPT DISCHARGE
WITH ORIFICE

253/8 
(645) 
MAX

293/8 (746) 
MAX

115/8 
(295) 

13/8 
(35) 



11/2 (32)
NPT 



231/4 (591)

113/4 (298)

131/2 
(343)

6 (152)

OVERFLOW

MAX

THIS PUMP DUPLEX UNIT ONLY

TYPE PF PUMP

20 (508)
MAX

DIAL
THERMOMETER
(OPTIONAL)

VENT (IF LAG 
FLOAT SW OR 
HLA USED)

GAGE
GLASS
(OPTIONAL)

OPTIONAL BASKET STRAINER
SHIPPED LOOSE

CONSOLITROL
CONTROL PANEL
(OPTIONAL)

BUTTERFLY SUCTION VALVE
(OPTION NOT SHOWN, SEE NOTE 1)

61/2 (165) MIN.

ALL DIMENSIONS IN INCHES (mm)

Note:

1. For optional Butterfly Suction Valve, add 2" (51mm) to 223/4" (578mm) dimension.

2. Optional Discharge Pressure Gauges (not shown) shipped loose.

ALL DIMENSIONS IN INCHES (mm)

Note:

1. For optional Butterfly Suction Valve, add 2" (51mm) to 241/2" (622mm) dimension.

2. Optional Discharge Pressure Gauge(s) (not shown) shipped loose.
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23 GALLON
2DCC13

2(51)/  (19)(4) SLOTS FOR Ø1/2 (Ø13)MTB. STUDS PROJECTING1-1/2 (38) MAX ABOVE FLOOR

2 (51) NPTOVERFLOW 10 (254)1 /(44)37 /  (956)MAX DUPLEX17 /  (445)22 /(565) SEENOTE #2SIMPLEX21 (533)DIAL THERMOMETER(OPTIONAL)38 /  (975)MAX. SEE NOTE #223 (584)20 /  (521)1 /(32)2 (51) NPTINLET 10(254)13 /(332) 2 /(70) 1 (25) NPTDRAIN

23 /(591)

CONSOLITROLCONTROL PANEL(OPTIONAL)GAUGE GLASS(OPTIONAL)DISCHARGE PRESSUREGAUGE ASSEM(OPTIONAL)

3 /(89)

LIFTING EYE(OPTIONAL)

2 (51)NPT VENT

LEAD FS DUPLEX/MA DUPLEX/FS SIMPLEXWITH HLA

MECHANICAL ALTERNATOR (MA) FLOAT SWITCH(ES)PUMP NO. 2 LAG FS DUPLEX/FS SIMPLEX LESSHIGH LEVEL ALARM(HLA)/HLA ALLPUMP NO. 1DISCHARGEBUTTERFLY VALVE(OPTION NOT SHOWN)SEE NOTE #2

2
(51)

3/4 (19)

(4) SLOTS FOR Ø1/2 (Ø13)
MTB. STUDS PROJECTING
1-1/2 (38) MAX ABOVE FLOOR

2 (51) NPT
OVERFLOW



10 (254)

13/4

(44)

373/4 (956)
MAX DUPLEX

171/2 (445)

221/4

(565) SEE
NOTE #2

SIMPLEX
21 (533)DIAL THERMOMETER

(OPTIONAL)

383/8 (975)
MAX.

SEE NOTE #2

23 (584)


201/2 (521)11/4

(32)

2 (51) NPT
INLET

10
(254)

131/16

(332)

23/4

(70)

1 (25) NPT
DRAIN

231/4

(591)

CONSOLITROL
CONTROL PANEL
(OPTIONAL)

GAUGE GLASS
(OPTIONAL)

DISCHARGE PRESSURE
GAUGE ASSEM
(OPTIONAL)

31/2

(89)

LIFTING EYE
(OPTIONAL)

2 (51)
NPT VENT

LEAD FS DUPLEX/
MA DUPLEX/
FS SIMPLEX
WITH HLA

MECHANICAL ALTERNATOR (MA) FLOAT SWITCH(ES)

PUMP NO. 2

LAG FS DUPLEX/
FS SIMPLEX LESS
HIGH LEVEL ALARM
(HLA)/HLA ALL

PUMP NO. 1

DISCHARGE

BUTTERFLY VALVE
(OPTION NOT SHOWN)
SEE NOTE #2

ALL DIMENSIONS IN INCHES (mm)

Note:

1. Optional Inlet Basket Strainer shipped loose.

2. Optional Butterfly Valve(s) requires the addition of 2" (51mm) to overall dimension.

Receiver Capacity:

Gross 23 Gallons (87L)

Net 16 Gallons (61L)

36-120 GALLON
2DCC14

23 /(591)3RD FS FORHLA 75 & 1202 /  (64) NPTFJ (4) SLOTS FOR Ø1/2 (Ø13) MTG.STUDS PROJECTING 1-1/2 (38)MAX (36) & 1-3/4 MAX (44 MAX)(52-130) (1321-3048) ABOVE FLOOR.CDK MAX SEE NOTE #2PBUTTERFLY VALVE(OPTION NOT SHOWN)SEE NOTE #2

GAUGEGLASS(OPTIONAL)CONSOLITROLCONTROL PANEL(OPTIONAL)

LIFTING EYE(OPTIONAL) VENT 3 /  (89)3 /  (89) LEAD FS DUPLEX/MA FOR 36, 52, 75 DUPLEX/FS SIMPLEX WITH HLAFLOAT SWITCH(ES)MECHANICAL ALTERNATORPUMP NO. 2LAG FS DUPLEX/MECH. ALT 120 DUPLEXFS SIMPLEX LESS HLA/HIGH LEVEL ALARM (HLA)36 & 52PUMP NO. 1PUMP DISCHARGE

OVERFLOW (O/F)DIAL THERMOMETER(OPTIONAL)HDRAINABG SIMPLEXSEE NOTE #2L DUP MAX

1 /(44)DISCHARGEPRESS GAUGEASSEM (OPT) EINLET H M



231/4

(591)
3RD FS FOR
HLA 75 & 120
21/2 (64) NPT



FJ

(4) SLOTS FOR Ø1/2 (Ø13) MTG.
STUDS PROJECTING 1-1/2 (38)
MAX (36) & 1-3/4 MAX (44 MAX)
(52-130) (1321-3048) ABOVE FLOOR.

C

D

K MAX SEE NOTE #2

P
BUTTERFLY VALVE
(OPTION NOT SHOWN)
SEE NOTE #2

GAUGE
GLASS
(OPTIONAL)

CONSOLITROL
CONTROL PANEL
(OPTIONAL)

LIFTING EYE
(OPTIONAL) VENT

31/2 (89)

31/2 (89)
LEAD FS DUPLEX/
MA FOR 36, 52, 75 DUPLEX/
FS SIMPLEX WITH HLA

FLOAT SWITCH(ES)

MECHANICAL ALTERNATOR

PUMP NO. 2

LAG FS DUPLEX/
MECH. ALT 120 DUPLEX
FS SIMPLEX LESS HLA/
HIGH LEVEL ALARM (HLA)
36 & 52

PUMP NO. 1

PUMP DISCHARGE

OVERFLOW (O/F)
DIAL THERMOMETER
(OPTIONAL)

H

DRAIN
A

B

G
SIMPLEX

SEE NOTE #2L DUP MAX

13/4

(44)

DISCHARGE
PRESS GAUGE
ASSEM (OPT)

E

INLET

H M



Note:

1. Optional Inlet Basket Strainer shipped loose.

2. Optional Butterfly Valve(s) requires addition to the
overall dimension as follows:
2" for 0-75 GPM (51mm for 0-284L/M)
5" for 76-115 GPM (122mm for 288-2135L/M)

3. All openings are NPT.

DIMENSIONS IN INCHES (mm)

REC. CAP VENT K L
GROSS NET & O/F INLET A B C D E F G H J MAX MAX M N P DRAIN

36 25 2 3 211/4 243/4 211/2 24 13 1513/16 265/16 21/2 3/4 38 37 115/16 121/2 11/4 1
(136L) (95L) (51) (76) (540) (629) (546) (610) (330) (402) (668) (64) (19) (965) (940) (49) (318) (32) (25)

52 33 2 3 241/4 273/4 251/4 273/4 14 1613/16 295/16 27/8 1 41 403/4 115/16 131/2 11/4 1
(197L) (125L) (51) (76) (616) (705) (641) (705) (356) (427) (745) (73) (25) (1041) (1035) (49) (343) (32) (25)

75 48 21/2 4 273/4 313/4 293/4 311/4 16 1913/163213/16 31/2 1 441/2 441/2 23/16 157/32 11/4 1
(284L) (182L) (64) (102) (705) (806) (756) (794) (406) (503) (833) (89) (25) (1130) (1130) (56) (387) (32) (25)

120 91 21/2 4 361/4 393/4 303/4 323/4 20 24 413/16 4 1 483/8 553/8 21/2 197/32 1 21/2
(454L) (344L) (64) (102) (921) (1010) (781) (832) (508) (610) (1046) (102) (25) (1229) (1407) (64) (488) (25) (64)
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