6x6x9½
Series A-C 1500
In-Line Mounted Centrifugal Pumps

SPECIFICATIONS
FLOW _______ HEAD _______
HP _______ RPM _______
VOLTS _______ PHASE _______
CYCLE _______ ENCLOSURE _______
APPROX. WEIGHT _______
SPECIALS _______

MATERIALS OF CONSTRUCTION
☐ BRONZE FITTED  ☐ ALL IRON

MAXIMUM WORKING PRESSURE
☐ 175 psi (12 bar) W.P. with 125# ANSI flange drilling
☐ 250 psi (17 bar) W.P. with 250# ANSI flange drilling (requires -S)
☐ 300 psi (21 bar) W.P. with 250# ANSI flange drilling (EPR-Sintered Silicon Carbide-Sintered Silicon Carbide) Requires -S

TYPE OF SEAL
☐ Standard Seal (Buna-Carbon/Ceramic)
☐ -F Standard Seal w/ Flush Line (Buna-Carbon/Ceramic)
☐ -S Stuffing Box construction w/ Flushed Mechanical Single Seal (EPR-Tungsten Carbide/Carbon)
☐ -D Stuffing Box construction w/ Flushed Double Mechanical Seal (EPR-Carbon/Ceramic)
☒ Requires external water source
☐ -PF Stuffing Box Construction w/ Flushed Packing (Graphite Impregnated Teflon)
### 6x6x9\(\frac{1}{2}\) Series A-C 1500

In-Line Mounted Centrifugal Pumps

**Specifications**

<table>
<thead>
<tr>
<th>Flow</th>
<th>Head</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>HP</th>
<th>RPM</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Volts</th>
<th>Cycle</th>
<th>Phase</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Materials of Construction**

- **Bronze Fitted**
- **All Iron**

**Maximum Working Pressure**

- 175 psi (12 bar) W.P. with 125# ANSI flange drilling
- 250 psi (17 bar) W.P. with 250# ANSI flange drilling (requires -S)
- 300 psi (21 bar) W.P. with 250# ANSI flange drilling (EPR-Sintered Silicon Carbide-Sintered Silicon Carbide) Requires -S

**Type of Seal**

- Standard Seal (Buna-Carbon/Ceramic)
- -F Standard Seal w/ Flush Line (Buna-Carbon/Ceramic)
- -S Stuffing Box construction w/ Flushed Mechanical Single Seal (EPR-Tungsten Carbide/Carbon)
- -D Stuffing Box construction w/ Flushed Double Mechanical Seal (EPR-Carbon/Ceramic)
- Requires external water source
- -PF Stuffing Box Construction w/ Flushed Packing (Graphite Impregnated Teflon)

---

![Graphical representation of pump specifications](attachment:graph.png)