
Sizes

1.25AD-es, 1.25AD
1.5AD-es, 1.5AD
2AD-es, 2AD
2.5AC-es, 2.5AC
3AD
4AD
5A
1.25BC
1.5BC
2BD
2.5BB
3BD
4BD
5BD
6BD
2EB
3EB
4EB
5EB
6E
2GB
3GB
4GC
5GB
6G
8GB

Note: Above Pump & Base Dimensions are Equivalent to Previous Sizes, Except 8GB

Standard Features Pump Options

True Back Pullout Stainless Steel Volute Wear Ring
Internally Self-Flushing Mechanical Seal Galvanized Steel Drip Pan
Stainless Steel Shaft Sleeve Stainless Steel Shaft
ISO 1940 G6.3 Impeller Balancing Rexnord Omega Spacer Coupling
Heavy Duty Baseplate Falk T31 Spacer Coupling
Solid-Foot Mounted Volute External Brass Flush Line
Center Drop-Out Spacer Coupling Stuffing Box Configuration (SM, LG, XL Bearing Frame Only)
ANSI/OSHA Compliant Coupling Guard Epoxy Coated Internal Cast Iron Components
Coverplate Jacking Bolts Special Impeller Balancing (ISO 1940 G2.5 or G1.0)
Gauge, Vent, & Drain Tappings Certified Performance Tests (Per HI Standard 14.6)

175 PSI Maximum Working Pressure iALERTTM Condition Monitor
250 PSI Working Pressure (Limited Sizes)

 (4AD, 5A, 5BD, 6BD, 2EB, 3EB, 4EB, 5EB, 6E, 2GB, 3GB, 4GC, 5GB, & 6G Only)

Bearing Frames

Size RPM Range Mechanical Seal Configurations
ES 1200, 1500, 1800                         (6, 4 Pole) Standard Internally Flushed                            (STD, -F)
SM 1200, 1500, 1800, 3000, 3600     (6, 4, 2 Pole) Standard Internally Flushed or Stuffing Box   (STD, -F, -S, -PF)
LG 1200, 1500, 1800, 3000, 3600     (6, 4, 2 Pole) Standard Internally Flushed or Stuffing Box   (STD, -F, -S, -PF)
XL 1200, 1500, 1800                         (6, 4 Pole) Standard Internally Flushed or Stuffing Box   (STD, -F, -S, -PF)

Description SM, LG, XL Bearing Frame ES Bearing Frame
Shaft ASTM 108 Grade 1144 ASTM 108 Grade 1144
Volute Cast Iron ASTM A48 Class 30B Cast Iron ASTM A48 Class 30B
Impeller ASTM A743 Grade CF8 - 304 Stainless Steel ASTM A743 Grade CF8 - 304 Stainless Steel
Shaft Sleeve ASTM 312 Grade TP304 - 304 Stainless Steel ASTM 312 Grade TP304 - 304 Stainless Steel
Impeller Key #304 Stainless Steel NA
Impeller Washer Steel NA
Impeller Lock Washer #304 Stainless Steel   (18-8 XL FRM) NA
Impeller Cap Screw #304 Stainless Steel NA
Impeller Nut NA 316 Stainless Steel

Materials of Construction
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Mechanical Seals

Standard Configuration

Description SM, LG, XL Bearing Frame ES Bearing Frame
Temperature Range  -20 to 225° F  -20 to 225° F
Maximum Pressure 175 PSI 175 PSI
Elastomer Buna Buna
Rotating Face Carbon Carbon
Stationary Face Ceramic Silicon Carbide
Hardware Stainless Steel / Brass Stainless Steel

Material Options

Description SM, LG, XL Bearing Frame ES Bearing Frame
Temperature Range  -20 to 250° F  -20 to 250° F
Maximum Pressure 175 PSI 175 PSI
Elastomer EPR   (Ethylene Propylene Rubber) EPR   (Ethylene Propylene Rubber)

Rotating Face Carbon Silicon Carbide
Stationary Face Tungsten Carbide Tungsten Carbide
Hardware Stainless Steel / Brass Stainless Steel

Description SM, LG, XL Bearing Frame ES Bearing Frame
Temperature Range  -10 to 225° F  -10 to 225° F
Maximum Pressure 175 PSI 175 PSI
Elastomer FKM   (VitonTM or Fluoroelastomer) FKM   (VitonTM or Fluoroelastomer)

Rotating Face Carbon Carbon
Stationary Face Ceramic Silicon Carbide
Hardware Stainless Steel Stainless Steel

Description SM, LG, XL Bearing Frame ES Bearing Frame
Temperature Range  -20 to 250° F  -20 to 250° F
Maximum Pressure 175 PSI 175 PSI
Elastomer EPR   (Ethylene Propylene Rubber) EPR   (Ethylene Propylene Rubber)

Rotating Face Silicon Carbide Silicon Carbide
Stationary Face Silicon Carbide Silicon Carbide
Hardware Stainless Steel Stainless Steel

Stuffing Box Configuration

Description SM, LG, XL Bearing Frame ES Bearing Frame
Temperature Range  -20 to 250° F
Maximum Pressure 175 PSI  (Optional 250 PSI)
Elastomer EPR   (Ethylene Propylene Rubber)

Rotating Face Tungsten Carbide
Stationary Face Carbon
Hardware Stainless Steel

Seal Accessories

Factory Installed
Cuno Filter & Sight Flow Indicator
Sediment Separator & Sight Flow Indicator

Field Installed
Heat Exchanger Kit
Cuno Filter Kit
Replacement Filter Cartridge
Sediment Separator Kit

Not Available
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