
AC ADJUSTABLE FREQUENCY DRIVES

TECHNICAL BROCHURE
D-166C

AC TECH MCH SERIES
PULSE-WIDTH MODULATION (PWM) VARIABLE FREQUENCY DRIVE

VARIABLE SPEED PUMPING SYSTEMS

Packaged Systems Group

STANDARD FEATURES
• 3-250 Horsepower
• NEMA 1 Enclosure
• Input Disconnect Switch
• Input Line Reactors
• Hand-Off-Auto Switch
• I2T Electronic Motor Overload Protection
• Input Fuses
• 32 Character LCD Display
• % Speed and % Load Display

240 VAC

HP AMPS
3 9.6
5 15.2

7.5 22
10 28
15 42
20 54
25 68
30 80
40 104
50 130
60 154

480 VAC

HP AMPS
3 4.8
5 7.6

7.5 11
10 14
15 21
20 27
25 34
30 40
40 52
50 65
60 77
75 96

100 124
125 156
150 180
200 240
250 300

590 VAC

HP AMPS
3 3.9
5 6.1

7.5 8.8
10 11
15 16.9
20 21.5
25 26.9
30 31.9
40 40.8
50 51.8
60 61.7
75 77

100 99
125 125
150 144
200 192

CURRENT RATINGS
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